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TECHNICAL DATA SHEET

Martin® QC1+™ Cleaner PV
with One-Piece Mainframe

U se  se g m e n t e d  b l a d e  o n  
cr o w n e d  h e a d  p u l l e y .
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The Martin® QC1+™ Cleaner PV introduces the next 
generation of belt cleaning technology.

A truly revolutionary innovation in belt cleaning design, the 
QC1+™ Cleaner PV provides the cleanest belt and longest 
blade life—at the lowest cost.

SPECIFICATIONS 
Maximum 
Belt Speed
fpm (m/sec)

Maximum Service Temperature Pulley Diameter
in. (mm)

Mounting Location
in. (mm)

500 (2.54) 160°F (70°C) Continuous
180°F (82°C) Intermittent 12–16 (300–400) 2.75 (70)

Hi g h - p e r f o r m a n ce  u r e t h a n e s a r e  a va i l a b l e ;  
se e  yo u r  M a r t i n  En g i n e e r i n g  r e p r e se n t a t i ve  f o r  a ssi st a n ce
i n  sp e ci f yi n g  n o n - st a n d a r d  p r o d u ct s.  R e f e r  t o  F o r m  No .  L3 3 7 5 .

NOMENCLATURE           C1QCP1   SXX   SX   X  X   X   X

P/N Prefix
B e l t  W i d t h  ( i n ch e s)
B l a d e  W i d t h  ( i n ch e s)
U r e t h a n e  Co l o r
So l i d / Se g e m e n t e d
M a i n f r a m e
Te n si o n e r

BELT WIDTH
000: No Blade
SXX: XX indicates belt width  
         in inches (18 thru 72)

BLADE WIDTH
S2: 2 Inches less Belt Width 
S6: 6 Inches less Belt Width

URETHANE COLOR
0: No Blade
B: Brown
T: Tan
G: Green
N: Navy Blue
O: Orange

SOLID/SEGMENTED
0: No Blade
2: Segmented Blade with Slots
3: Solid Blade with Slots

MAINFRAME
P: Painted Steel with
    Aluminum Blade Insert
E: Painted Steel with 
     Extended Torque Tubes
F: Stainless Steel
Z: Stainless Steel with 
     Extended Torque Tubes
T: Painted Steel with 
     Stainless Steel Blade Insert

TENSIONER
Blank: No Tensioner
O: Martin® Twist Tensioner     
    (P/N 31443)
F: Martin® Twist Tensioner 
    Stainless Steel (P/N 31443-SS)
S: Martin® Spring Tensioner
    (P/N 38180)
P: Martin® Spring Tensioner 
    Stainless Steel (P/N 38180-SS)
C: Martin® Cable Spring Tensioner
    (P/N 37944)
M: Martin® Cable Spring Tensioner  
     with mount plate (available for
     belt widths up to 48”)

FEATURES & BENEFITS
• Same ease of installation as original Martin® QC1™

Cleaners, maintaining standard installation and service
costs.

• Utilizes Martin’s highly effective, patented CARP profile,
ensuring the highest level of cleaning performance
expected from a Martin® Belt Cleaner.

https://www.martin-eng.com/content/product/15296/qc1plus-cleaner-pv
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ACCESSORIES 
Part P/N

Martin® Steel 
Inspection Door CYA-1218

Martin® Hanger Mount 
Standard Assembly 27382

FREQUENTLY ASKED QUESTIONS  
My Pre-Cleaner keeps flipping through.

Th e  m o u n t i n g  l o ca t i o n  m a y b e  t o o  f a r  a w a y f r o m  
t h e  b e l t .  R e l o c a t e  t o  t h e  p r o p e r  d i m e n si o n .  
R e p l a ce  t h e  m a i n f r a m e  o r  e n d  w e l d m e n t s i f  t h e y 
a r e  b e n t .

My Pre-Cleaner is wearing more in the center of the blade.
Th e  b l a d e  i s t o o  w i d e  f o r  t h i s a p p l i ca t i o n .  R e p l a ce  
w i t h  a  sh o r t e r  l e n g t h  b l a d e .

Dim. B Max Frame Length

Dim. A 3.51
(89)

8.74
(222)

DIMENSIONS -- in. (mm)
Belt Width

in. (mm)
Mainframe Length (B)

in. (mm)
Belt Width

in. (mm)
Mainframe Length (B)

in. (mm)
18 (400-500) 48 (1219) 48 (1200-1400) 78 (1981)
24 (500-650) 54 (1372) 54 (1400-1600) 84 (2134)
30 (650-800) 60 (1524) 60 (1600-1700) 90 (2286)
36 (800-1000) 66 (1676) 66 (1700-1800) 96 (2438)
42 (1000-1200) 72 (1829) 72 (1800-2000) 102 (2591)

No t e :  Di m e n si o n  A e q u a l s b e l t  w i d t h  m i n u s e i t h e r  2  o r  6  i n ch e s.
          Du a l  Te n si o n e r s  a r e  r e q u i r e d  f o r  b e l t  w i d t h s 5 4  i n .  ( 1 4 0 0  m m )  a n d  g r e a t e r .

BELT WIDTH
SXX: XX indicates belt width  
         in inches (18 thru 72)

URETHANE COLOR
B: Brown
T: Tan
G: Green
N: Navy Blue
O: Orange

BLADE WIDTH
S2: 2 Inches less Belt Width
S4: 4 Inches less Belt Width* 
S6: 6 Inches less Belt Width 
S8: 8 Inches less Belt Width*
*Blade Clamp Kit Required

SOLID/SEGMENTED
0: Segmented without Slots
1: Solid without Slots
2: Segmented with Slots
3: Solid with Slots
4: Segmented without Slots &
    with Blade Clamp Kit
5: Solid without Slots & 
    with Blade Clamp Kit

           C1QCPBS   XX   SX  X  X

P/N Prefix
B e l t  W i d t h  ( i n ch e s)
B l a d e  W i d t h
U r e t h a n e  Co l o r  
So l i d / Se g e m e n t e d

REPLACEMENT BLADE NOMENCLATURE




